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InJmm_amqmtfmmhﬁmhm&.mu,
wmmeuammkﬁ'u"nntﬂeemmmmmmwtry
crane for their customer: Compteir Fluvial du Nord and de 1'Eet, 46 rue

Ge la Bienfaisance, Paris. As they vere not able to the attridution of
dollwc,theurﬁer&r%mmmm A des~
cription of the cranes {s ss follows: 25X1X

wor. cmutsorulnwugMormmfmthtmmc. It is not
nacegsary to have a erane wvhich noves its Yuaket vith & horimontal motion as

A. cms-gpmmymmmmm.mm' work, For
each operation the crane's rotation will de 90 degrees as the work consists of
loadiagraurmtrucumingmthrmwtrycrm.

B. mmnmmmmmummmmummme
mmmtumrmmuwmurmumvmw.

- A+ Cranes - Two 3 tons to hS'11* (1% meters) gantry crane with lifting
boom (empty). Ve ingist thet the three tom pover must be wtilized to the full
45'11%. However, it s useless to provide & higher lifting pever for lower
Bpen,  As already mentioned, 1t:ammmwmuamthhm-
montal motion of the bBucket.

(1) mmwm-mumuumumammmu
iron core. 1If nacesslyY plesse quote for grab different in capacity and charace
taristics for this kind of work. mummmmm;wmm
?mim o avold mny accident. FPlease send us quotation aiternatively for:
a)mﬁmmatsmahzmm(b Opening of the grab at a variable
height, ted from the crane's cabin. _

°‘72 mm«am-cmtumm, £20-380 volts, 50
cycles. The client would like 250 volt vinding engines.

(3) euwywtbcw-fhmmmhmmamy
mrt‘ticiantlywidct@nllovthamufmmm. The gantry dimension
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spproximately 60 minates and s rotation spesd of spproximately 2 rym should
be considerad. '

B. maanwtlwthmmdm*kaﬁ(%‘zm9ﬂ(m)
front poss and 9 £t (10m) meck ssee. Total length 6 £t (TOm) Power 5 tons.
Maximum free height below busket § £t (6m). It is mot mecessary to consider
a higher gantry as ¢oal camnot W piled higher than 5 £t (6m) withoui risk
of combustion. Also plasse submit altermstive quotations for the fellowing:
(a) Gentry with truck without crene ¢n the gantry. In this case lateral
motien of the truck should be provided. () Gantry with rolling crens.
Holsting cable weuld be the same as for Y cranes. Hoisting of the grab
by means of a dcuble cable should be previded for in both quetatiens.
Furthermore, we would 1ike you t0 examine the possibility to quote alter-
patively for (a) bucket with opening at a fixed height and (b) bucket with
opening at variskle height, operated from the driver's cabin. Englne o
be the same as for the cranes.” .
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